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The Lāna‘i Water Company (LWC) Water Quality Report - also known as the "Consumer Confidence Report" (CCR) is 
provided to all Public Water System #HI0000237 and Public water System #HI0000238 customers.  The CCR contains a 
wealth of information about the water quality of the Lāna‘i Water System. We believe that keeping the public informed 
about the quality of its drinking water is an important part of our job. Because the health of all people depends on safe 
drinking water, it is truly our most precious resource.  Every water user needs to actively participate in the conservation 
and protection of our water sources. 

Where does my water come from?    

The LWC system is supplied by groundwater wells.  These wells are ground water sources that draw water from Lāna‘i’s 
high level aquifer, mauka of Lāna‘i City.  The watershed for our wells is located in the central uplands of Lāna‘i and is 
hydrologically up-gradient (uphill) of major resorts, residential and agricultural activities.  As such, the potential for 
human land use activity contaminating your drinking water is minimized.  The Hawai‘i Department of Health and the 
University of Hawai‘i, Resources Research center completed a source water assessment in 2004 which has been 
periodically updated.  This assessment may be reviewed at the Lāna‘i Water Company during normal business hours.  

Disinfection  

Water from the wells is chlorinated to ensure that your drinking water meets the Safe Drinking Water Act Regulations of 
the Environmental Protection Agency (EPA) and the State of Hawai‘i, Department of Health (DOH). Chlorine residual levels, 
in water samples, are measured weekly by our staff and the results are submitted to the DOH.  Our staff obtains water 
samples monthly and these are sent to the DOH for testing for Coliform Bacteria levels.  In 2024, Public Water System 
#HI0000237 and Public water System #HI0000238 monthly Coliform Bacteria sampling resulted in no violations.   

Source Water Protection 

The Drinking Water Source Protection Plan for the LWC is available for your review during normal business hours at the 
LWC office.  It contains information about source protection zones, potential contamination sources, and management 
strategies to protect our drinking water.  Please contact Lāna‘i Water Company if you have questions or concerns about 
our source protection plan or if you’d like to review the source water protection plan.   

Do I need to take special precautions?  

Some people may be more vulnerable to contaminants in drinking water than the general population. Immuno-
compromised individuals, such as people with cancer undergoing chemotherapy, people who have undergone organ 
transplants, people with HIV/AIDS or other immune system disorders, some elderly, and infants can be particularly at 
risk from infections. These individuals should seek advice about drinking water from their health care providers. 
Information is also available from the EPA Safe Water Drinking Hotline (1-800-426-4791).  

LWC has no lead in its water transmission lines. 

Why are there contaminants in my drinking water?  

Drinking water, including bottled water, may reasonably be expected to contain at least some small amounts of 
contaminants. The presence of contaminants does not necessarily indicate that water poses a health risk. Sources of 
drinking water (both tap water and bottled water) include rivers, lakes, streams, ponds, reservoirs, springs, and wells. As 
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water travels over the surface of the land or through the ground, it dissolves naturally occurring minerals and, in some 
cases, radioactive material, and can pick up substances resulting from the presence of animals or from human activity. 
Contaminants that may be present in source water include: 

• Microbial contaminants, such as viruses and bacteria, that may come from sewage treatment plants, septic 
systems, agricultural livestock operations, and wildlife. 

• Inorganic contaminants, such as salts and metals, which can naturally occur or is the result from urban 
stormwater runoff, industrial, or domestic wastewater discharges, oil and gas production, mining, or 
farming. 

• Pesticides and herbicides, which may come from a variety of sources such as agriculture, urban stormwater 
runoff, and residential uses. 

• Organic chemical contaminants, including synthetic and volatile organic chemicals, which are byproducts of 
industrial processes and petroleum production, and can also come from gas stations, urban stormwater 
runoff, and septic systems. 

• Radioactive contaminants, which can be naturally occurring or be the result of oil and gas production and 
mining activities. 

• If present, elevated levels of lead can cause serious health problems, especially for pregnant women and 
young children. Lead in drinking water is primarily from materials and components associated with service 
lines and home plumbing. LWC is responsible for providing high quality drinking water but cannot control 
the variety of materials used in plumbing components. 

• Using a filter, certified by an American National Standards Institute accredited certifier to reduce lead, is 
effective in reducing lead exposures. Follow the instructions provided with the filter to ensure the filter is 
used properly. Use only cold water for drinking, cooking, and making baby formula. Boiling water does not 
remove lead from water. Before using tap water for drinking, cooking, or making baby formula, flush your 
pipes for several minutes. You can do this by running your tap, taking a shower, doing laundry or a load of 
dishes. If you have a lead service line or galvanized requiring replacement service line, you may need to flush 
your pipes for a longer period. If you are concerned about lead in your water and wish to have your water 
tested, contact LWC. 

When your water has been sitting for several hours, you can minimize the potential for lead exposure by flushing your 
tap for thirty (30) seconds to two (2) minutes before using water for drinking or cooking. If you are concerned about lead 
in your water, you may wish to have your water tested. Information on lead in drinking water, testing methods, and 
steps you can take to minimize exposure is available from the EPA Safe Drinking Water Hotline or at 
http://www.epa.gov/safewater/lead. 

To ensure that tap water is safe to drink, the EPA prescribes regulations that limit the number of certain contaminants in 
water provided by public water systems. The Food and Drug Administration (FDA) regulations establish limits for 
contaminants in bottled water which must provide the same protection for public health.  More information about 
contaminants and potential health effects can be obtained by calling the EPA Safe Drinking Water Hotline (1-800-426-
4791).  
 
LWC has no known lead in its water supply lines. 
 
At this time there is no need for a service line replacement plan since the lead service line inventory did not identify 
anything that required replacement. 
 
The service line inventory for our water system and the lead sampling data for our water system is publicly available 
upon request. To obtain a copy or review both documents, please call LWC at (808) 565-3664. 
Public Water System Consolidation:     

https://urldefense.proofpoint.com/v2/url?u=http-3A__www.epa.gov_safewater_lead&d=DwMF_w&c=euGZstcaTDllvimEN8b7jXrwqOf-v5A_CdpgnVfiiMM&r=erCgvkDw-Bc0U97VdINUGSjH0cLZqWnp4RYiZ5o2s7E&m=5z5qXENgUJNAdGDqRa4sjt_4CWn8P8MnD0LrKXV7aLFrRDeBmmVX_AG__gp6fJty&s=KVfLV4Wiv4Aff2G0iR1CTJtb76KyIDLIbrVXLYsknf4&e=
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In January of 2025, the DOH Safe Drinking Water Branch approved Pūlama Lāna‘i’s request to combine Public Water 
System #HI0000237 and Public Water System # HI0000238 into one public water system to be operated and identified 
as Public Water System (PWS) 237, Lāna‘i Water System.  This consolidation, will become effective on April 15, 2025.  
This consolidation will not affect the quality (compliance with Hawai‘i Administrative Rules Chapter 11-20) of the water 
delivered to customers and LWC will continue to be subject to verification by DOH via continued required testing and 
reporting.  If you have any questions, please contact LWC.  

 
Information Request: 

For additional information concerning this report please contact: 
Mail:   Lāna‘i Water Company 

P.O. Box 630310 
Lāna‘i City, Hawaiʻi 96763 

Telephone:  (808) 565-3664.   
Website:   https://lanaiwatercompany.com/water-reports/    
 

Water Quality Data Table 

To ensure that tap water is safe to drink, EPA prescribes regulations which limit the number of contaminants in water 
provided by public water systems. The table below lists all the drinking water contaminants that we detected during the 
2023-2025 sampling cycle.  Although many more contaminants were tested, only those substances listed below were 
detected in your water.  A few naturally occurring minerals may improve the taste of drinking water and have nutritional 
value at low levels. Unless otherwise noted, the data presented in this table is from testing completed in the calendar year 
of the report.  

Contaminants Detected 

MCLG 
or 

MRDLG 
MCL, TT, or 

MRDL 

Lāna‘i 
City 

Water  
System 

Range 

Sample 
Date Violation 

Typical Source of 
Contaminants Low High 

Disinfectants & Disinfection By-Products 

TTHMs [Total Trihalomethanes] 
(ppb) 

NA 80 9.2 NA 9.2 2023 No By-product of drinking 
water disinfection 

HAA5 [Haloacetic Acids] (ppb) NA 60 1.2 NA 1.2 2023 No By-product of drinking 
water disinfection 

Inorganic Contaminants Detected 

Nitrate [measured as Nitrogen] 
(ppm) 

10 10 0.61 0.46 0.84 2023 No Runoff from fertilizer use; 
Leaching from septic tanks, 
sewage; Erosion of natural 

deposits 

• The 90-percentile value of the lead/copper test results is presented. 

Lead and Copper Testing:    

https://lanaiwatercompany.com/water-reports/
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In 2024, LWC completed Lead and Copper testing for Public Water Systems 237 and 238.  All water samples did not 
exceed action levels.  One sample obtained from Public Water System 237 was invalidated due to a filter that was not 
bypassed or removed before the lead and copper sample was taken. DOH Safe Drinking Water branch issued a Tier 3 
violation due to the invalidated sample.  To resolve the Tier 3 violation, LWC will be resampling for lead and copper 
between June 2025 and September 2025.  

 
Public Water 

System 
Lead 

90th Percenti
le Value 
(µg/L) 

Exceeded 
10 µg/L 
Action 
Level? 

Copper 
90th Perce

ntile 
Value 
(µg/L) 

Exceeded 
1,300 
µg/L 

Action 
Level? 

Minimum 
Number of 

Samples 
Required for the 
Next Sampling 

Period 

Notes Result 

237   
(Lāna‘i City) 

<2.5 NO <25 NO 10 Invalidated a sample 
due to a filter that 
was not bypassed   
on the tap. 

PWS incurred a violation due to 
insufficient number of samples 
after invalidation. 

238 
(Mānele  Bay) 

<2.5 NO 67.15 NO 5 N/A N/A 

 

Important Drinking Water Definitions 

Term Definition 

MCLG MCLG: Maximum Contaminant Level Goal: The level of a contaminant in drinking water below which 
there is no known or expected risk to health. MCLGs allow for a margin of safety. 

MCL MCL: Maximum Contaminant Level: The highest level of a contaminant that is allowed in drinking water. 
MCLs are set as close to the MCLGs as feasible using the best available treatment technology. 

TT TT: Treatment Technique: A required process intended to reduce the level of contaminants in drinking 
water. 

AL AL: Action Level: The concentration of a contaminant which, if exceeded, triggers treatment or other 
requirements which a water system must follow. 

Variances 
and 

Exemptions 

Variances and Exemptions: State or EPA permission not to meet an MCL or a treatment technique under 
certain conditions. 

MRDLG 
MRDLG: Maximum residual disinfection level goal. The level of a drinking water disinfectant below which 

there is no known or expected risk to health. MRDLGs do not reflect the benefits of the use of 
disinfectants to control microbial contaminants. 

MRDL MRDL: Maximum residual disinfectant level. The highest level of a disinfectant that is allowed in drinking 
water. There is convincing evidence that the addition of a disinfectant is necessary for control of 

microbial contaminants. 

Yamane, Derek
Action Level has gone from 15 ppb to 10ppb.

Roy Silva
OK - Thank You 
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Important Drinking Water Definitions 

MNR MNR: Monitored Not Regulated 

MPL MPL: State Assigned Maximum Permissible Level 

Level 1 
Assessment 

Level 1 Assessment: A level assessment is a study of the water system to identify potential problems and 
determine (if possible) why total coliform bacteria have been found in our water system 
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